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| (S)  ABANDON EXISTING MICRO-LOOP PROBE SET. WITH MOSHA STANDARDS. ALL OTHER PAVEMENT MARKINGS NOT DETAILED ARE FOUND ON MARCH 10, 2005 ~
SIGNING AND MARKING PLANS. EET REPLAGD %ﬁmﬁﬁ 2071 . Office of Traffic & Safely
INSTALL 4-INCH SCHEDULE 80 RIGID PVC CONDUIT- . MP N DVISION
e — © NDUIT- BORED pesin o TRAFFIC ENGINEERING DESIGN DIVISION
i (V)  MAINTAIN EXISTING HANDHOLE. REWIRE EXISTING NONINVASIVE e G— RS
Ny SAS MAN DETECTOR LEAD-IN CABLES TO PROPOSED CONTROLLER CABINET. e —— PLANNERS T T T T 7 AT SN DN ULTIMATE TRAFFIC SIGNAL PLAN
S S SEWER MAIN meeeefess——  SCIENTISTS MD 210 INDIAN HEAD HIGHWAY AT SB I-95/1-495 OFF RAMP (RAMP OC)
AERIAL CABLES m—w—
T—T— TELEPHONE CABLES {X) INSTALL 4-INCH SCHEDULE 80 RIGID PVC CONDUIT- BORED. 10 NORTH PARK DRIVE [ [ T T 7 T e DRAWN Bv: _ M. PIERRE F.AP.NO. _SEE TITLE SHEET
—L(3)—L(3)— LEVEL 3 FO CABLES : , K C HUNT VALLEY, MARYLAND / / CHECKED BY: J« LAWRENCE S.H.A. NO. PG5075113 4373 SHEET NO.
— FO——FO0— FIBER OPTIC CABLES @ USING EXISTING METERED SERVICE PEDESTAL TECHNOLOGIES 210301888 2/9/e& SCALE: 1720’ COUNTY: PRINCE GEORGE'S T.I.M.S. NO.
(410) 316-7800 DIRECTOR, OFFICE OF TRAFFIC & SAFETY § DATE: 12-1-04 LOG MILE: 16021013.33 E149 285 or 402




